












M1-M2-M3

MFC HOLLOW CORE HINGED DOORS

HINGED GLASS DOORS

HINGED FRAMED GLASS DOORS 

SLIDING GLASS DOORS 

Specification sheet

40mm thick doors are made of a hollow core structure with veneered or laminated frame and 
facing. The edge is in 2mm thick ABS. 
There are 3 adjustable pivot hinges for each door and let the door open up to 180°.

These doors are in 10mm thick toughened transparent or satin finish glass with polished 
edges.
There are 3 adjustable pivot hinges for each door and let the door open up to 180 °.

Framed glass doors comprise a pane of 6mm thick transparent toughened glass. Single glass 
panes are fitted into a 40x15mm aluminium frame; double glass panes have two 40x15mm 
aluminium frames. 
There are 3 adjustable pivot hinges for each door and let the door open up to 180 °.

These doors come in 10mm thick transparent or satin finish toughened glass with polished 
edges for both single doors (L100/200 cm) and double doors (L.200/400 cm). The tracks are 
made of extruded aluminium. 
The doors are provided with a brake and soft closing and opening system (no brake on M3 
55x40 profiles). The doorposts are provided with an anodised aluminium frame with brush 
seals along the sliding parts and co-extruded PVC seals in the area where the door shuts. 
The doors come with 40cm high extra large handles. On 120cm handles a lock is optional.
Please note: sliding doors must be always anchored to a structural solid soffitt. With false 
ceilings specific kits for single and double sliding doors must be ordered and fitted to anchor 
the head guides to the soffitt.
Each kit consists of chains with turnbuckles to apply the required tension.
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Specification sheet

OPENING DIRECTION OF SLIDING DOORS

OPTIONALS

DROP DOWN SEAL

VENTILATION GRILL

ELECTRICAL RELEASE

Single and double hinged doors can be supplied with drop down seal which 
improves the acoustic performance and lets less dust through.
The drop down seal CANNOT be fitted with:
- frameless glazed doors,
- carpeted flooring.

The hollow core door modules can be equipped with ventilation grids, at a 
surcharge.

The electric release can be fitted in the structural door frame of hinged doors 
and is powered in low voltage (10V - 24V). Wiring will be carried out by a 
professional electrician.
The electric release can be used with AGB handles only which are supplied with 
a knob on one side and a handle on the other, see figure.
That ensures it will always be possible to leave the room even in the event of a 
power failure (emergency).
Please note: given the larger dimensions of the electric release compared to the 
standard striker, a glazed wall cannot be installed immediately next to the door 
frame but otherwise it is necessary to fit a switch post between the two.
As an alternative a special middle upright junction can be fitted next to the door 
frame which generates an upcharge of 30% of the door standard price.
The electric release, under certain conditions, can be also supplied in 
conjunction with the panic bar - please contact our Sales Office for feasibility, 
pricing and lead time.

Double sliding door

Single sliding door RH

Single sliding door LH

Inner/operator side

Inner/operator side

Inner/operator side

External/visitor side

External/visitor sideLH door

RH door
External/visitor side
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SPECIAL SOLUTIONS

CHARACTERISTICS

FIREPROOF PANELS 

PERFORMANCE

SOUND INSULATION

On demand, panels and door panels can be provided with supports classified in Euroclass B-s1,d0 * (European Standard EN 
13501-1). Costs and supply time to be discussed with our Sales Department.

•	 UNI 10880:2000 par 5.1	 50 kg soft body impact
•	 UNI 10880:2000 par 5.2	 3 kg soft body impact
•	 UNI 10880:2000 par 5.3	 1 kg hard body impact
•	 UNI 10880:2000 par 5.4	 0 5 kg hard body impact

UNI EN ISO 101140-2:2010 e UNI EN ISO 717-1:2013
Acoustics. Laboratory measurement of airborne sound insulation.

M1
•	 Laminated glass th. 10mm Rw 33dB min. (PMM1ST01 - standard laminated 5+5.1 glass)
•	 Laminated glass th. 12mm Rw 38dB max. (PMM1ST12 - acoustic laminated 6+6.2 glass)

M2
•	 Laminated glass th. 10mm Rw 36dB min. (PMM2ST01 - standard laminated 5+5.1 glass)
• Laminated glass th. 12mm Rw 42dB or 44dB max. (PMM2ST12 - acoustic laminated 6+6.2 glass)

M3
•	 Laminated glass th. 10mm Rw 33dB min. (PMM3ST01 - standard laminated 5+5.1 glass)
•	 Laminated glass th. 12mm Rw 38dB max. (PMM3ST12 - acoustic laminated 6+6.2 glass)
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M1-M2-M3Finish options

WOOD VENEER

METAL

ALLUMINIUM PROFILES

GLASS PANELS

GLASS DOORS

RAL 
colour of 

your choice

Elm
American 

Walnut

AnthraciteAnodized 
Silver

Toughened 
Clear

Toughened 
Clear

Laminated 
Clear

Toughened 
Frosted

Toughened 
Frosted

Laminated 
Frosted

Gold Cor-TenBronze



M1-M2-M3Finish options

WOOD VENEER

LACQUER

MELAMINE

Olmo Grigio
Noce 

Americano

MFC PANELS AND DOORS

Bianco GrigioArgento RovereOlmo
Noce 

Canaletto

Ebano 
RigatinoElm

American 
Walnut

SilverWhite Grey OakElm
Canaletto 

Walnut

Ebony

Production lead time: 5 weeks excluding delivery time. Apart from the shown finish options any RAL color can be made to order.

White

Orange

Ocean Blue

Grey White

Burnt 
Orange

Pine Green

Silk Grey

Flame Red

Olive Green

Light Beige

Purple Red

Telegrey 4

Ocher

Pigeon Blue

Dark Brown

Cobalt Blue

Traffic Black

Beige Grey

Sapphire 
Blue

Urme Grey

Beige

Black Red

Grey



M1-M2-M3Sustainability & certifications

MATERIALS AND RECYCLABILITY
Panels used are exclusively 100% made by recycled wood and respect low formaldehyde emission 
(CATAS certification Quality Award CARB). Resins used on panels and melamine paper are SVHC 
substances free (reported on  ECHA list update to 12/01/2017)

GREEN ENERGY

TRANSPORT

The Company had installed the photovoltaic system with 4.500 solar panels in a 7.350 m² surface that 
covers almost entirely the factory. The photovoltaic is able to produce 1Mw of a quiet green energy, that 
does not harm the environment and is waste-free. With his high production capacity the photovoltaic 
allows us to reduce emissions in the atmosphere of all those polluting substances and to those that 
contribute to the greenhouse effects. Consequently, such measures make us save every year 180 tonne 
of petrol oil, 440 tonne of CO2, 514kg of sulphur dioxide, 448 kg of nitrogen oxide and 23kg of dust.

Packaging is reduced in order to decrease volumes.  Goods collections are responsibily managed and 
organised with the aim of optimise transports, reducing atmosphere emissions.

CERTIFICATES
Constantly receptive to market requirements, Quadrifoglio Sistemi d'Arredo pay special attention on 
quality and safety contents in order to provide high products and services. The Company has reached 
certifications UNI EN ISO 9001/2015, UNI EN ISO 14001/2015 and UNI EN ISO 45001/2018 to confirm his 
policy. Our products are certified and ensured by FSC™ and ECOLOGICAL PANEL.


